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BV-2 Bike Locker 

Assembly Instructions 
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The BV-2 Bike Locker may be used as a stand alone 
Locker, as part of a bank of multiple Lockers, and in a 
stackable configuration.  

Part 1:  Assembly instructions begin with the stand alone Locker.

Part 2:  Details the assembly of multiple units used in sequence. 

Part 3:  Details the stackable Locker configuration.

Part 4:  Details anchoring of the Locker
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Install fasteners in the two remaining 
holes, making sure to leave them loose 
for tightening later. 

Loosely fasten the Side to the Door Frame 
through the top hole with a 1/4-20 nut and 
bolt, using a 1/4” washer on each side.   These 
fasteners are used throughout the rest of the 
assembly. 

NOTE:  Leave ALL fasteners loose by a turn or two until the Locker is 
fully assembled.  This will allow for squaring and proper alignment later.  

STEP 1:  Side Assembly 

Align one of the two identical Sides with 
one of the two Door Frames, matching the 
three holes and slots along their length.   

PART 1 - Stand Alone Locker 
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Align the remaining Side with the Door 
Frame, matching the slots in the Side with 
the holes in the Door Frame.  Install the 
three sets of fasteners as before. 

Align the second Door Frame with the two 
Sides.  Install fasteners in the top holes on each 
side of the Door Frame. 

Open the Door to access the remaining holes on 
each side, and loosely install fasteners.   

Step 2:  Divider Assembly 

Next, insert the Divider from above the 
Locker.  Ensure each end of the Divider is 
on the OUTSIDE of the angled flange of the 
Door Frame.   

The Divider should be between the side of 
the Locker and the metal flange it will be 
fastened to on each end, as in the detail 
view at right.  
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Fasten the Divider to the mounting flange 
using three sets of 1/4-20 bolts, nuts, and 
washers on each end, just as you did for 
the Sides and Door Frames. 

If using a plywood divider, locate and drill 
3 holes on each end using the mounting 
holes on the Door Frame as a template.  
Center the holes on the divider. 

Step 3:  Roof Assembly 

After tightening all fasteners, place the Roof 
carefully on the Locker.  Open both doors to 
allow access to the holes inside the Locker 
on the underside of the Roof.

Insert fasteners into the holes in each of 
the four corners of the Roof.  Loosely fasten 
the four corners, and finish inserting fasten-
ers in the rest of the Roof. 

Carefully square the Roof to the Sides and 
Door Frame before tightening all fasteners. 

(The Locker is now ready to be 
squared and the fasteners tightened) 

Make sure the Locker is on level ground, 
and align each Side squarely with the 
Door Frame on each end.  Tighten the 
fasteners such that they can be loosened 
again for alignment adjustment if 
necessary.   

Do not proceed to the next step until the 
Locker is square and all fasteners are tight.
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STEP 4:  Lock Assembly 

Assemble the Pistol Grip Lock to the Door 
as shown in the detail at left using a 1/4-20 
nut and washer on each stud.  Don’t forget 
the U-Lock Adapter between the Pistol Grip 
Lock and the Door. 

Tighten the nuts just until snug on the studs, 
being careful not to damage the threads. 

Next, assemble the Lock Bars and Lock-
ing Plate before installing in the Door. 

Carefully note the sequence at left.  
Place a 3/8” washer on the 3/8-16 stud, 
followed by the Lock Plate, Locking Bars, 
second 3/8” washer, and finally the 
3/8-16 locknut.   

Tighten the locknut, but be sure the 
Lock bar still moves freely. 
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Insert the Top Lock Bar (the shorter of the 
two) into the upper guide far enough that 
you can insert the Lower Lock Bar in the 
lower guide. 

First, thread a 3/8-16 locknut on the 
threaded Pistol Grip stud until about 1/2” 
from where the stud protrudes through the 
door.  This locknut will be used to adjust 
the position of the Lock Plate in a moment.  

Following the diagram at right, next place a 
3/8” washer over the stud.  Adjust the posi-
tion of the Lock Bar assembly and insert the 
Lock Plate on the threaded Pistol Grip stud.  
Note the orientation of the Lock Plate.  The 
Lock Bars are on the side away from the 
door.  Follow with another 3/8” washer and 
3/8-16 locknut. 

Lastly, adjust the position of the Lock Plate using the 

two 3/8-16 locknuts until the Upper and Lower Lock 

Bars are vertical and there is sufficient clearance be-

tween the Lock Plate and the Pistol Grip mounting 

studs.  With the Pistol Grip handle vertical, snug the 

Lock Plate between the locknuts and tighten.  The Lock 

Bar assembly should move freely when the Pistol Grip 

is turned to the open position. 

Repeat this procedure on the other Door. 
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STEP 5:  Leveling Foot Assembly 

Carefully lift one corner of the Locker 
at a time, supporting as necessary to 
in-stall the Leveling Feet.  Take care to 
protect the Locker to prevent damage 
or scratches. 

STEP 6: Level the Bike Locker

(If used in a multiple Locker configuration, 
skip this step at this time) 

Lastly, place the Locker in the desired 
loca-tion and position.  Adjust the Leveling 
Feet to correct for uneven ground.   

Assembly of your stand 
alone BV-2 Bike Locker 
is complete! 

Thread a 5/16-18 Nut on each Leveling 
Foot and screw down to 1” above the 
foot, following the nut with a 5/16” wash-
er.  Insert Leveling Feet into position, plac-
ing the washer against the bottom of the 
Door Frame.   Fasten using 5/16-18 nuts 
and 5/16 washers from inside the Locker 
as shown at left.    
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Assemble each remaining Locker following 
the instructions in Part 1, but omitting one 
Side Wall per unit.  These common-wall units 
will be joined together with the stand alone 
unit in the next steps. 

Step 2: Coupler Installation 

Install 6 Couplers in the locations indi-
cated by the arrows at right.  Tighten 
the hardware so that you can still move 
the Couplers by hand for alignment in 
the next step.  Do this for each common
-wall Locker.

STEP 1:  Common-Wall Locker Assembly

Banks of multiple, side by side units begin 
with the stand alone BV-2 assembled in 
Part 1.   

All additional units are referred to as com-
mon-wall units.  These units require only a 
single Side Wall, as they share a common 
wall with the unit next to them. 

PART 2 - Multiple Lockers 
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STEP 3:  Joining the Lockers

Place the first and second Lockers side 
by side in the orientation shown at right.   

Make sure the Lockers are in the desired 
location, as they may be difficult to 
move when assembled together. 

Continue until all common-wall Lockers 
are joined in sequence one after another. 

As in the three Locker bank shown at 
right, the stand alone Locker will 
complete the sequence.    

Join the stand alone Locker to the end just 
as you did the common-wall Lockers.

Loosen and remove the hardware in 
the Side Wall shared by the two Lockers 
to allow the Couplers in the first unit to 
be inserted between the Side Wall, and 
Door Frame and Roof of the second 
unit.   These couplers hold each Locker 
tightly against the next. 

Replace the hardware, carefully align-
ing the Couplers to match the holes in 
the Side Wall. 

Tighten the hardware finger tight to 
allow for alignment later. 
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STEP 4:  Alignment and Leveling

The BV-2 Lockers can now be squared and aligned to one another.  Beginning with the common-wall 
Locker on the end, tighten all hardware.  Loosen, align, and retighten as necessary to ensure the lock-
er is square and level. 

Move to the next Locker and tighten all hardware.  This time ensure the Locker is square and level, 
and is also aligned and at the same level as the first Locker.

Move to each Locker in sequence, performing these steps until each is level and squarely aligned with 
the others.   

This completes the assembly 
of the BV-2 multiple Locker bank



12 

Step 2: Upper Locker Assembly

Assembly of the upper Locker is similar. 
Mounting feet are not necessary on the 
upper Lockers, and the Door includes 
the lower Door Handle.  Assemble each 
Upper Locker now.

Follow instructions on the next page to 
assemble the Upper Doors. 

Stackable Lockers are shipped with 
mounting holes in the lower Roof and 
unique top Doors with handles on the 
bottom instead of the top.  

PART 3 - Stacking Lockers 

STEP 1:  Lower Locker Assembly

Assembly of the lower Locker is identical to 
a standard Locker, with the addition of 
mounting holes on the roof to allow for fas-
tening the top Locker.

Assemble each lower Locker first, following 
the instructions previously explained in Part 
1. Ensure that each lower Locker includes a 
roof with the additional mounting holes.
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STEP 3:  Upper Door Lock 

Assembly of the upper Door Lock is 
identical to assembly of the lower Door 
Lock, except the upper and lower Lock Bars 
are reversed as in the image to the right.   

After opening the Locker Doors to reach 
the mounting holes, fasten the Upper and 
Lower Lockers together using a 1/4-20 nut 
and bolt with a 1/4” washer on each side.  
Align the Lockers, ensuring they are 
square to one another, and tighten the 
fasteners. 

STEP 4:  Fasten Lockers

Carefully stack the Upper Locker on 
the Lower Locker.  Avoid sliding the 
Upper Locker in order to prevent 
scratches.
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Assemble all Lower Locker bank first, 
follow-ing the assembly instructions in 
Part 2-Multiple Lockers.

Step 6: Upper Locker Assembly

Carefully stack the Upper Lockers on 
the Lower Lockers one at a time, 
fastening them per instructions in Step 
4. 

Step 5:  Multiple Stacked Lockers

Stackable Lockers may be assembled 
in banks just as the stand alone 
Lockers.
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STEP 7:  Upper Door Lock 

Continue placing and fastening the Upper Lockers onto the Lower Lockers until the entire unit 
has been assembled.  Ensure all fasteners are in place and tightened securely. 

This completes assembly of the 
Stackable BV-2 multi-Locker bank
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Step 2: Drill 

Following the anchor manufacturer’s 
instructions, drill the required size hole 
in the locations marked in the above 
step.  It may be helpful to drill through 
the 3/8” clearance hole in the Leveling 
Foot with the Locker in place, rather 
than moving the Locker.

STEP 1:  Mark Drill Locations 

Place the Locker (or Lockers, if anchoring 
multiple units) in the desired location.   

Ensure that the Leveling Feet are each 
aligned to point towards the center of the 
unit, and mark the location of the 3/8” 
clearance hole on the affixing surface 
(concrete, asphalt, etc.)  These marks indi-
cate where holes will be drilled to accept 
the anchors. 

PART 4 - Anchoring 

The BV-2 Bike Locker is designed to be anchored in location using the built in 
Leveling Feet and readily available concrete anchors.  Begin by selecting the 
suitable 3/8” diameter anchors for your location, and follow the instructions in 
this section.   
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Step 3: Insert and Secure Anchor 

Move the Leveling Feet to facilitate in-
stallation of the anchor following the 
manufacturer’s instructions.  Once the 
anchors are secure, align the Leveling
Feet over the anchor and lower into 
place.   

The BV-2 Locker is now 
securely anchored in place. 

Step 4: Fasten Locker in Place

Lastly, secure the Locker in place 
using the washers and nuts included 
with your anchors.   




